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SUMMARY

The meesurement of total alrplane drag in flight is necessary to
assess the applicability of wind-tunnel model data. The NACA High-Speed
Flight Stetion has investigated and developed technigues for measuring
the drag of high-speed research airplanes and current fighter-type air-
planes. The accelerometer method for determining drag was found to be
the most satisfactory method for research work, because it is the only
method permitting & complete coverage of the Mach number and angle-of-
attack capabilities of an airplane.

Determining drag by the accelercometer method requires the accurate
measurement of longitudinal and normal accelerations, angle of attack,
and engine thrust. In addition, the static pressure, airspeed, alrplane
weight, and longitudinal control positions must be measured. The accurate
measurement of longitudinel end normal scceleration can be mede and
recorded by means of specially constructed mechanical accelerometers that
have been developed by the NACA. TFuselage nose booms are used to reduce
the flow-field errors in the measurement of static pressure, airspeed,
and angle of attack. The errors can be reduced further to an acceptsble
level by established calibration techniques. Satisfactory methods for
determining in flight the thrust of turbojet-afterburner and rocket
engines are avellsable.

The f£light drag data generally can be separsted into components
consisting of trim, skin-frictlon, pressure~-induced, and wave drags.
The comparison of flight and wind-tunnel deta must be made on the basis
of component dregs 1f a proper interpretation of the resulits 1s to be
obtained.

INTRODUCTION

Considereble resesrch effort has been directed 1n recent years toward
improving the performaence of alrcraft to achieve efficlent supersonic
flight. The verification and evaluation of the letest thinking, for the

1This report was presented to the Flight Test Panel of the NATO
Advisory Group for Aeronautical Research and Development at the meeting
in Brussels, Belgium, August 27-31, 1956.
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most part, is a result of model testing. However, questions on the
adequacy of the model tests are raised when effects of scale and power
are considered. It is necessary, therefore, that selected full-scale.
flight investigations of the alrplane drag be made to assess the value
of calculations based on model informetion. The value of the flight
investlgetions of airplene drag is, of course, dependent on the accuracies
with which the flight data may be measured. Investigations of the drag
cheracteristics of research-type aircraft heve been conducted at the
NACA High-Speed Flight Station eince the inception of the NACA-Military
Services-Industry Research Alrplene Program. More recently, the tech-
niques and methods developed end used for these alrcraft have been
extended to the latest high-performence service aircraft.

This paper describes the flight techniques used to determine the
total eirplene drag including the effects of thrust. Some consideration
is given to the use of flight data for comperison with wind-tunnel results.

SYMBOLS
A crogs~sectional area of exhaust Jet stream, sq £t
Ag cross-sectional area of inlet duct, sq £t
Ao rocket-nozzle exlt area, sq £t
A1, measured alrplane longitudinsl acceleration, g units
Ay rocket-nozzle throat area, sq ft
Ay true alrplene longitudinal acceleration, g units
Ay true airplane normal acceleration, g units
Bg velocity of sound in inlet duct, ft/sec
80 velocity of sound under smbient conditions, ft/sec
Cp drag coefficient, D/qS
CDf friction drag coefficlent
CDp parasite drag coefficient
Cr Jet-nozzle coefficlent

C, 1ift coefficient, L/qS
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Le]

Pe
Pa
Pe

Po

normal-force coefficient, nW/qS
axlal-force coefficlent, Dyx/qS

constants

drag force along eilrplane flight path, 1b
drag force along airplane exis, 1lb
maximm equivalent fuselsge diemeter, £t
total airplene energy, ft-lb

engine Jet thrust, 1b

engine net thrust, 1lb

ram drag of inlet air, lb

acceleration of gravity, ft/sec2
altitude, £t

elrplene 1lift normal to flight path, 1lb
airplene 1ift normel to sirplene axis, 1b

airplane Mach number

Mach number within inlet duet

engine speed, rpm
normal-load factor, g units
total pressure, 1lb/sq £t
static pressure, 1lb/sq £t

rocket cambustlon-chamber pressure, l'b/sq £t
static pressure in inlet duct, 1b/sq ft
rocket-nozzle exit static pressure, lb/sq £t
ambient pressure, 1b/sq £t

dynemic pressure, 1lb/sq ft
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ges constant, £t/°R
Reynolds number - S 4

radius of nose boom

distance from nose boom center line to center of flow-indicating .
vane )

wing area, sq ft
static temperature, °R
static temperature in inlet duct, °R -

total temperature, °R
emblent temperature, °R
time, sec

velocity, ft/sec
air velocity in inlet duct, £t/sec

airplane velocity, ft/sec
eirplene weight, 1b ’

mass-flow rate, lb-sec/ft

air mass-flow rate, lb-sec/ft

fuel mess-flow rate, lb-sec/ft

distance from statlc-pressure orifices to fuselage nose, ft
distance from flow-direction vene to fuselage nose, £t

alrplene angle of attack (a.ngle between airplane axis and flight
path), deg . S

indicated angle of attack, deg -
true engle of attack, deg

flight-path angle (angle between flight path end the horizontal),
deg v
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4 ratio of specific heats of gases

Ja'e) error in angle of attack, deg

MM error in Mach number

At time increment, sec

3] altitude normslizing factor, P/2116

8 temperature normalizing factor, Ty/518.k
P ges density, lb/cu ft

Py density of air in inlet duct, 1b/cu ft

Po stmospheric density, 1b/cu £t

METHODS

The method used for determining airplane drag fram flight date
depends on the degree to which desired flight conditions can be attalned,
the accuracy and extent of instrumentatlion in the airplane, the facilitles
avellable for reducing the data, and the coversge in angle of attack and
Mach number desired in the investigation. Several methods have been
suggested and used previously, as presented in references 1 to 4. The
methods considered by the NACA High-Speed Flight Stetion as spplicable
to supersonic asircraft have been the stebilized flight, energy, and
accelerameter methods. These methods are discussed in the following
sections.

Stebllized Flight Method

The stabllized flight method is by far the simplest of the three
methods for determining eirplane drag. The method consists merely of a
constent~altitude, fixed-throttle flight of sufficient quration to eneble
the alrplene to reach a stabllized speed. Under these conditions it is
assumed that the drag is equal to the thrust.

One disadventage of this method is that truly stabllized flight,
which is essential for accurste epplication of the method, is seldom
achieved and, even if achleved, is difficult to ascertain. This 1s par-
ticularly true at high Mach numbers-and at flight conditions where the
alrcraft stebllity is marginal.
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This method has the additional dlsadventages of not allowing cov-
erage of the entire angle-of-attack and Mach number ranges of which the -
airplene 1s capable, end of requiring a large smount of flight time to
obtain a given amount of data. For a given speed the angle-of-attack
variaetions can be obtalned only by varying the airplane weight and _
altitude; consequently, the obtalnsble angle-of-attack range is limited.
Some investigators average the date from a wide range of altitude and
Mach number below the drag-rise Mach rumber in order to construct a )
single drag poler. This procedure obscures any effects of Mach number
end altitude. In addition to obtaining only a single date point at s
given Mach number and altitude, the time required to reach stabilized
conditions, particularly at high speed, greatly reduces the amount of
data that can be obtained during any one flight.

It is concluded that the stabilized flight method is basically
unsatisfactory for flight research but might be suiteble for routine
checking of production airplenes.

Energy Method ' -

The energy method sums up, over an incremental time period, the
energy chenges involved in engine thrust, altitude variations, and flight
speed vearlaetions. It is essentially an extension of the stabilized
flight method end allows scme varlations in speed amd altitude. The -
method permits data to be obtained in the high-speed dives needed to _
approach the maximum speed capabilities of an alrplane. -

The disedventages of this method are similar to those previously
noted for the stabilized flight method. In.eaddition, use of the incre-
mental time period requires extremely high accuracy in measuring altitude
and veloclty if excessively long time increments are to be avolded. The
use of long time increments may result in averaging the dats over angle-
of-attack Iincrements that are too large for acceptable accuracy.

Accelerometer Method

The accelerameter method permlts integration of all aeerodynamic, grav-
itational, momentum, and inertis forces on an airplane at any given
instant regardless of airplane attitude or acceleration. Thus, the only
unknown major component will be the total airplane dreg. This method .
is readily epplicable to gradual maneuvering flight and permits a com-. —
plete coverage of anfle~of-attack and Mach number range in a minimum
number of. flights. Application of this method requires the use of very
sensitive longitudinal accelerometers and an accurate means of meassuring -
angle of attack, in addition to the more customary resesrch instruments.
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The NACA has developed and flight-tested sensitive instruments by
means of which the accelerometer method can be adequately epplied to the
flight determination of drag. By using these instruments, the method '
has been employed to determine the drag characteristics of the research-
type and high-performance service ailrcraft flown at the NACA High-Speed
Flight Station. Further discussion of the flight measurements required
to measure airplesne drag will therefore be pertinent to the use of the
accelerameter method.

The adventage of the accelerometer method over the energy method
for the determinstion of dreg during a maneuver is presented grephically
in figure 1. The figure shows the drag polars obtained by the energy
method for time increments of 1, 2, and L seconds, and by the accel-
erometer method. The date are from a typical push-down, pull-up meneuver
covering a total time of 24 seconds. The derivation and description of
the equations used with the accelercmeter and energy methods are presented
in sppendix A.

MEASUREMENTS

The determination of total alrplene drag by means of the acceler-
ometer method requires the continuous measurement and recording of many
quaentities during each flight maneuver. Certain of these measurements
such as longitudinal and normal acceleration, angle of attack, and engine
thrust require the highest degree of instrument accuracy and meassurement
technique in order to svold excesslve error in the drag data. These
meagurements are dilscussed in detail in the followlng sections. Other
measurements such as static pressure which is needed for the determination
of altitude and Mech number, silrplene weight, and control positions have
less effect on the accuracy of the drag data but are discussed because
of the various techniques that can be employed. In addition, the measure-~
ment of pitching velocity 1s needed to make corrections to the angle-of-
attack measurements.

Acceleration

At the NACA High-Speed Flight Station the precise measurement of the
longitudinal acceleration of research airplanes is obtained with an
NACA developed accelerometer of the type shown schematically in figure 2.
The accelerometer is magneticelly demped and operates on & mechanical-
optical principle as follows: The inertisl mass consists of a pivoted
aluminum vane between the poles of a permsnent megnet. Attached to the
shaft is & mirror which reflects & beam of light to a moving strip of
photogrephic film. The beam of light will then be deflected in proportion
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to the vane movement which is restrained by springs. The damping, which
can be adjusted by varying the gep between the poles, 18 generally set
at sbout 65 percent of critical demping. The natural frequency of the
venes varies with the range of the instruments. It is ebout 10 cycles
per second for en Instrument having a range of *lg, and about 18 cycles
per second for an instrument having & range of +0.5g. 'The lower range
instruments are suitable for most of the alrplenes powered by turbojet
engines; the higher range instruments are required for some of the
rocket-propelled alrplanes.

For measuring the longitudinal accelerstion of an alrplene, the
instrument wlll be mounted so that the pivot axis of the vene will parallel
the normal axis of the airplane, and so the line connecting the pivot '
exis of the vane with the center of mass of the vane, when in the neutral
position, will be parallel to the lateral axis of the sirplane. In this
posgition the longitudinal-acceleration measgurements will be unaffected .
by normal acceleration; the only possible carryover effect can result
from transverse accelerstion which has negligible effect for maneuvers of
the type used for drag determination. .The importance of possible carry-
over effects cannot be emphesized too strongly. Laboratory tests of one
model of a strain-gage-type accelerometer showed apprecieble carryover
components fram both the other asxes. TFor exemple, carryover effects to
the longitudinal ecceleration by an esmount of 5 percent of the normal
acceleration have been found. This error for drsg date measured et a
normal acceleration of 5g would result in an error of 0.2g in longitudinal
acceleration. The error in longltudinal acceleration could be equal to
the value of the acceleration to be measured for drsg.

If space limitations cause the accelerometer to be mounted a signif-
icant distance from the airplane center of grevity, corrections must be
applied to eliminate the effects of pitching velocity and pitching accel-
erstion. It should also be noted that the longitudinal accelerameter
must be accurately alined with the alrplane longitudinal sxls to prevent
an effect of the normal accelerstion.

Normal accelerations of the airplane must also be measured, but not
to so great an accuracy as longitudinal accelerations. The NACA uses &
similer, but broader-range, instrument for this measurement.

Angle of Attack
Measurement of angle of attack in flight has been a source of consid-

erable research because of the importance of the measurement in determining

airplane drag, particularly for high-1ift conditions. For the acceler-

ometer method the error in drag caused by engle-of-sttack error is equal

to the product of the 1ift and the angle-of-attack error.
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Various types of angle-of-attack sensing devices have been investi-
gated by the NACA. It was found that the most accurate and reliable
results could be obtalned with a pivoted vane mounted on & nose boom as
far shead of the airpleme as practicable. A typlcal example of a nose
boom with engle-of-atteck end engle~of=-sideslip vanes 1s presented in
figure 3. The vane 1s directly conmnected to & Selsyn motor within the
boom which in turn electrically actuates & receiver motor within the
alrplane and moves a beam of light across & moving strip of film. While
this system 1s cepable of measuring the vane position within O.l°, the
flow angle registered by the vane does not necessarily represent the
true angle of atteack of the airplane because of the effects of pitching
velocity, boom and fuselage bending, and upwash. Pitching velocity will
introduce an air-velocity component across the flight path, thus pro-
viding an erroneous angle-of-attack indication. These errors may be
evalusted from measurements of the ailrplane pitching velocity during the
test maneuvers.

Bending of the boom from normal loads due to inertls and air loads
willl result in errors in the measured angle of attack because the deflec-
tions of the angle-of~sttack vene ere normally referenced to the axis of
the support boom. Boom bending resulting from inertia loading cen be
corrected fraom results of a static deflection calibration of the boom
loaded under & proper weight distribution. Bending of the boom resulting
from aerodynamic loading mey be corrected on a basis of celculated aero-
dynemic loading of the boom (ref. 5): For boom installations used at the
NACA High-Speed Flight Station, the deflections due to aerodynasmic loading
are negligible. For special cases of extremely long booms, it has been
suggested that the boom loading due to the cambined inertia and aero-
dynamic loading be determined by photogrephing the boom deflection during
flight. Fuselage bending corrections may be necessary for extremely long
flexible fuselsges and could be determined in the same menner as for the
boom.

Upwash is one of the most troublesome problems involved in measuring
angle of attack since it stems from the wing, the fuselage, and thé boom.
Upwash error caused by the boom itself can be measured by a wind-tunnel
calibration of the system and corrections applied to the flight data.
References 6 and 7 present calibration data on boom configurations used
extensively by the NACA.

Two-dimensional Incompressible~flow theory as presented in reference 8
can be used to campute some of the low-speed upwash effects. The theory
indicetes that the angle-of-attack error resulting from upwash because of
the boom will be proportional to the square of the ratio of boom radius
to the distance of the vane from the center of the boom. A plot of the
effect 1s presented in figure 4. Also shown in figure 4 is the variation
of angle-of-attack error, resulting from upwash around a blunt cilrcular
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fuselage, with distance ahead of the fuselage. The data for this curve
were calculated by using the method presented in reference 9. The effect
of upwash around the wing on the angle~of-attack measurements can be
calculated by equations presented in reference 8 for unswept-wing air-
Planes and by methods presented in reference 10 for swept-wing alrplanes.
The effect on angle-of-attack measurements of upwash due to the wing is
generally much less than that due to the fuselage and boom where the
boom 1s mounted on the fuselage nose. ) .

Attempts have been mede to calibrate the angle-of-attack measuring
system on an sbsolute basis in flight by measuring end recording the
alrplane attitude and flight path. However, alrplane attitude is diffi-
cult to.ezstablish and requires a steble reference such as the horizon
or the sun. Some exploratory work on such an angle-of~-attack calibration
has been done at the High-Speed Flight Station with the sun as an atti-
tude reference. Results of an investlgetion conducted on the X-5 airplane
are shown in flgure 5. The data show the expected error in angle of
attack with increasing engle of attack and the decrease in error with
increasing Mach number. It should be polnted out that such calibrations
are tedious and time consuming end thet, for the purpose of determining
drasg &t high subsonic or supersonic speeds and at moderate angles of
attack, sufficlently accurate messurements of engle of attack can be
made without recourse to such a calibration.

Thrust

The measurement of engine thrust is one of the more difficult prob-
lems in determining totael airplane drag. With the advent of jet silrplanes
and the large increases in thrust-to-welght ratios, the measurement of
thrust has become increasingly Important. Fortunately, the definition
and determination of thrust is somewhat simpler for turbojet and rocket

alrplanes than for propeller alrplenes. The commonly accepted definition .

of Jet and rocket engine thrust is the force caused by the change in
momentum of the fluids passing through the engine system plus any unbal-
anced statlc stream pressures in the case of sonic or supersonic flows.

Turbojet engines (including afterburners).~ The thrust of a turbojet
engine is generally determined by means of pressure-sensing probes loc&ted
at strategic polnts in the duct system. The thrust measurement is usually
accomplished in two steps. TFirst the exit momentum, referred to as the
Jet or gross thrust, is determined; then the inlet momentum, termed the
ram drag, is determined and subtracted fram the Jet thrust to give the
net thrust. -

The equations for calculating the Jet thrust from the various pres-
sure and temperature measurements are derived in appendix B. The basic
thrust- equation is equation (B1O) of sppendix B. It willl be noted that

Fall i
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the Jet thrust can be determined by means of the measurement of only
total and static pressure at the tailpipe exit. Total-pressure surveys
are generally easier to make and are more accurate than static-pressure
surveys; frequently agsumptions are made to eliminete the need for static-
pressure measurements in the Jet exheust. These assumptions result in
different equations for subsonic and sonic flows, as given by equa-

tions (Bll) and (B12) of appendix B, respectively. The ratio of specific
heats of the geses 7y varies with temperature, but the varietion has a
relatively minor effect on the thrust so that constant values of 1.0,
1.33, and 1.25 can be assumed for air, turbine outlet gas, and after-
burner outlet gas, respectively.

One problem in measuring the tellpipe total pressure is that of
obtaining & reesonsble average across the tallpipe area without using
an excessive number of probes, which create cooling problems in after-
burner engines and losses in thrust. For some engines a single pitot
probe extending into the exheust-gas streem has proved adequate. Fig-
ure 6 shows a single, air-cooled, fixed pitot probe located at the tail-
pipe exit on & turbojet-afterburner combination. For other engines,
swinging probes which periocdically traverse the tailpipe exit proved
successful. Figure 7 shows such an installation, and reference 11 gives
details end resulis of a simllar installation. The traverses of the
swinging probe generally cover a period of 4 or 5 seconds and sufficient
time 1s spent outside the hot-gas stream so that no cooling is required.
Another type of installation that has been used particularly as a cali-
bration means is a rake, with & large number of probes, which extends
completely across the tailpipe. Reference 12 gives detalls on such an
installation. '

Because of the compromises necessery 1n the installetion of the
probes, certain errors exist in the thrust meagurements. These errors
can be reduced to a large extent by calibrating the probe installation,
which necessitates placing the alrplsne on & thrust stand. The ratlio of
the probe-measured thrust to the true thrust is known a8 the nozzle coef-
ficient Cy and 1s generally plotted against the ratio of tailpipe total

pressure to ambient pressure. A typlcel exemple of such a plot is shown
in figure 8, which is for a single-polnt air-cooled probe similer to the
probe shown in figure 6. It will be noted that the calibration curves

are extrapolated considersbly beyond the ground-calibration data because
exhaust pressure reatios wilill be encountered in flight that are two or
three times the maximum obtainsble on the ground. The extrapolation is
not entirely arbitrary, however, because altitude-chamber tests of engines
indicate that the curves round off and thet there is little change sbove
pressure ratios of gbout 2.2.

The use of & single pitot probe in conjunction with a ground cali-
bration for determining jet thrust assumes that the general shape of the
total~pressure profile across the tailpipe will not vary with Mach number
and altitude. Preliminary tests with a swinging tailpipe probe at the
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High-Speed Flight Station have shown no significant profile veriations
for a current production engine for altitudes up to 40,000 feet. However,
reference 12 shows a slight veriation end unpublished data on snother
engine indicate & large variation in profile with altitude. Consequently,
the applicability of the single-pitot method will depend on the specific
engine belng used.

The assumptions concerning the statlc pressure at the tallpipe exit
are gomewhat open to question, and there 1s evidence that the static
pressure 1s not exactly that assumed (ref. 12). If the static pressure
could be measured along with total pressure on a swinging rske, for
example, then the jet thrust could be computed from equation (B1O) of
appendix B. However, the tallpipe velocltlies are generally very close
to sonlc velocity and stetlic-pressure measurements under such conditions
are subject to extreme error, as indicated in references 11, 13, and 14.

As turbojet engines become more complicated, additional problems
arise in the measurement of jet thrust. Fof¥ example, some engines have
cooling alr flows of sufficient quantity and velocity thet they must be
congidered. Other engines use an ejector which mekes the exit area needed
for use in the thrust equations a varisble and uncertain quantity. In

these instances, the swinging probe is proving to be of considerable
edvantege.

The ram drag of a turbojet engine is generally measured by one of
three methods as given in eppendix B. The tailpipe-temperature method
1s probably the least accurate because of the difficulty in messuring
the hot-gas tempereture. Reference 11 shows the enormous errors csused
by lag when temperature measurements are mede with a swinging probe.
The use of the engine campressor air-flow curves 1s probsebly the most
common method employed today end hes proved quite satisfactory. This
method depends on the standardizetion of engines, because separate com-
pressor flow curves are generally not availlsble for each individual
engine but only for the various series of each type. The method requires
the measurement of total temperature snd total pressure at the compressor
face. However, total temperature changes so little within the duct that
a single reading of total temperature somewhere on the forward part of the
airplane generally suffices both for the cofpressor alr-flow meassurement
end for obtaining airplene velocity from eirplane Mach number as indicated
by eguation (Bl5) of appendix B. The NACA uses & resistance-type thermom-
eter having very low lag and a recovery factor of 0.99 + 0.01. The inlet-
duct method for measuring ram drag is probably the most accurate method,
providing there 1s a sultable length of reasonably straight duct. Gener-
ally, total pressures are measured over equal area stations across the
duct and are averaged by connecting to a single recorder. Measurement
of static pressure at the duct walls has proved satisfactory and eliminates
the hazard of flimsy stream static probes ahead of the engine. The method
elso eliminates the need for temperature megsurements. :



NACA TN 3821 15

It has been suggested, at times, that the thrust of a turbojet engine
be determined by measuring the forces on the engine mounts. Forces on the
inlet cowling, Inlet ducts, and tailpipe nozzle become spprecigble and
eliminate this possibility. A deteiled discussilion of these effects is
given in reference 15.

Rocket engines.- The equations for camputing the thrust of rocket
engines are also presented in appendix B. Unlike the thrust of a turbojet
engine, the thrust of a rocket engine can be determined by measuring the
forces at the engine mounts. However, the method is infrequently used
because the pressure method is simple and reliseble and because it would
be difficult to campensate for the Bourdon, and other adverse effects,
of the large propellant lines attached to the engine. In using equa-
tion (B24), the thrust and exit areas are messured when the engine is
cold; then, in order to compensate for changes that might occur when the
engine 1s running, the nozzle coefficient Cp 18 determined by means of
a thrust stend run. Nozzle coefficients determined in this mesnner sre
generally fram 2 to 4 percent lower then the theoreticel velues deter-
mined from equation (B25).

Rocket engines designed for high altitude will overexpand the gases
when on the ground so that the exit pressure Pe 18 less than atmospheric

pressure Dpg. There is evidence (ref. 16) that when the ratio of Pe/PO

becomes 1/3 or smaller, the exhaust geses will separate from the nozzle
walls and the area A, becomes uncertain. There will also be a change

in the nozzle coefficient Ce.

Static Pressure

Measurements of true static pressures are essential for the evalu-
ation of dynemic pressure, Mach mmber, and engine thrust. Test aircraft
at the NACA High-Speed Flight Station have the pitot-static head mqunted
on a boom extending shead of the fuselage, as shown in figure 3. This
installation positions the head as far shead of the airplane as is prac-
ticeble in order to minimize the influence of the airplane flow field st
the pressure-sensing station. The total-pressure opening at the tip is
the A-6 type of reference 17. The totel-pressure resdings are accursate
within 1 percent for angles of attack fraom -20° to 40°; therefore, no
corrections are needed. The static-pressure orifices are located along
the top and bottom of the tube &bout 8 inches back of the tip in e manner
that will minimize the effect of angle of attack. Static pressures meas-
ured fram the orifices are subject to position errors et subsonic speeds.
The position errors are largely a function of airplane configuration end
the distence of the static-pressure orifices fram the airplane; therefore,
each Installation is calibrated. Various methods for conducting cali-
brations of this nature have been suggested and used. These include the
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redar-phototheodolite method (ref. 18), the accelerometer method (ref. 19),
the temperature method (ref. 20), the rsdio altimeter method (ref. 21),
end the more common tower-pass and pecer methods. The Hlgh-Speed Flight
Statlion uses a modifled rader-phototheodolite method almost exclusively,
although the tower-pass and pacer methods have been used considersbly in
the past. The tower~pass method 1s consldered the best from the stand-
point of accuracy, but had to be abandoned because of the hazard of meking
very high-speed passes near the ground.

The radar-photothecdolite method has the adventage of providing
static-pressure calibration data during routine research flights. The
only additional equipment required in the tegt airplene 1is a rader beacon
to aid in the tracking and to provide a meens of synchronizing the radar-
phototheodolite records with the airplane's internal records. With this
method the radsr and phototheodollite are used to determine the range and
elevation angle of the alrplane from whlch the true geametric altitude
can be determined. The varistion of atmospheric pressure wilith geometric
altitude 1s determined by means of & radiosonde balloon survey mede at
the time of the flight. The method described in reference 18 has been
modified for use at the High-Speed Flight Station so that the balloon is
no longer tracked by the radar. It has been found more accurate to com-
pute the altltude pressure survey from the simultaneous radiosonde meagure-
ments of temperasture end preéssure then to determine the balloon altitude
by rader.

A comparison of the airspeed calibrations of 17 eirplanes shows that
the amount of error in Mach number due to position error in stetic-pressure
measurements cen be related to certain physical measurements on the alr-
plane. Figure 9 shows the error Iin Mach number due to static-pressure
error plotted against the ratio of boom length to the meximum effective
fuselage diameter for subsonic, transonic, end supersonic speeds. Fig-
ure 10 shows the variations in Mach number error with Mach number for two
alrplanes having X/D ratios of 0.60 and 0.95, respectively. Above &
Mech number of ebout 1.05, the corrections drop to zero or near zero.

Alrplane Welght

Various methods are used to determine the elrplane weilght at any
given instant during a flight. The most desireble system 1s some type of
integrating flow meter lnserted in the fuel line. Such flow meters can
be of a recording type but frequently are merely visual meters in the
cockplt. With visual meters, the pllot radios the reading to the ground
at intervals so that a plot of alrplane welght against flight time can be
maede and correlated with the various meneuvers. Less desirable, but gtill
adequate, are nonintegrating recording fuel-rate meters which require a
laborious integration during the reduction of the data. TFuel-tank-level
neters are generally merginal in thelr accuracy, particulerly where the
readings vary with airplane attitude.
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Rocket-propelled airplanes have high rates of fuel flow and large
overall changes in welght becesuse of fuel consumption; consequently,
fuel flow must be determined with a higher percentage of accuracy. Suit-
able flow meters are avelilsble and have been used in at leest one instance.
With alrplanes such as the X-1, where the thrust is varied only in fixed
steps, the fuel consumption is directly proportional to the nmumber of
cambustion chambers belng operated, and the welght can be computed fram
the records of englne running time.

Control-Surface Position

In the performence of f£light maneuvers to cbtain drag date, 1t is
necessary to vary the position of the longitudinal control surfaces to
achleve the desired angle-of=-attack variation. The control-surface posi-
tions have an effect on the drag results, and if comparisons of the data
are to be made with other airplenes or wind-tunnel models they must be
maede under ldentical trim conditions. Consequently, the control-surface
positions are measured during each flight maneuver. Trim effects are
usually very large for taeilless alrplenes, bubt may become negligibly small
on airplanes with small tell surfaces placed relatively far back of the
wing. The measurements of directional and lateral control posltions are
used only for inspectlion and selection of compareble flight data.

Instruments for sensing the posltions of the control surfaces are
mounted at the surfaces in order to eliminate the effect of control-system
deformaetions. This is particularly necessary for obtalning data at high
indlcated alrspeeds. The spanwise location selected for the sensing ele-~
ments is usually such as to glve an approximate average surface deflection.

TREATMENT OF FLIGHT DATA

The total airplane drag at a given Mach number as determined by
flight measurements is generally presented 1n the form of drag polars,
which are plots of drag coefficlent against 1ift coefficient. Each polar
will represent & summetion of drag components. At subsonlc speeds these
components will be the skin-friction drag and pressure drag, which
together are referred to as the parasite drag; the induced drag, which
is the drag associated with 1lift; end the trim Adrag, which is the drag
associated with control-surface deflections. At supersonic speeds there
will also be wave drag. It is sometimes desirable to separate the flight-
determined drag date into its components; thls can be accamplished with
certain limitations.

The evaluation of trim drag mey be arrived st by two methods. One
method is to use wind-tunnel drag polars for a series of fixed positions
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of the longitudinal control surfeaces; the other method is to take flight
measurements over a range of center-of-gravity positions. The magnitude
and, hence, the importance of the trim drag will depend on the speed,
static margin, and alrplane configuration.

Other drag camponents cen be derived by plotting the polar in the
form of drag coefficlent against the square of the 1ift coefficient.
Figure 11 shows & typicel plot of this type for the X-5 airplane. The
linear portion of the curve is the true parsbolic vsrlation of the basic
drag polar, and the slope of the line 18 & measure of the induced dreag
providing the data have been previously corrected for trim effects. The
extension of the linear portion of the curve to zero 1lift is a measure
of skin-friction drag end the actual value of drag at zero 1lift is a
measure of the perasite drsg.

COMPARISON OF FLIGHT AND WIND-TUNNEL DATA

Flight-test date and wind-tunnel-model data generally will not be
in exact sgreement and any meeaningful comparison must be mede on a com-
ponent baslis. Theoretically, there should be & Qecrease in skin-friction
dreg with increasing Reynolds number as indicated in figure 12 (ref. 22).
The approximate Reynolds number regions for flight and wind-tunnel testing
are indicated on this figure. Also shown are representative levels of
zero-1ift drag which represent the combination of friction and pressure
‘drags.

It should be pointed out that addltionsl differences between the
flight and wind~tunnel data cen be caused by deviation of the model from
true scale, by lack of slmulation of internal flows, by imperfect com-

pensation for model- support effects, and by differences in flow conditions

such as transition points. If proper consideration is given to the abdve
items, and if the trim conditions are identicel, the flight end wind-
tunnel date should be compareble.

CONCLUDING REMARKS

Experlence in the flight measurement of drag on high-speed research
alrplanes and current fighter-type alrplanes at the NACA High-~Speed Flight
Station has shown that the accelerometer method is the most satisfactory
method for determining the total alrplane dreg in flight research. The
accurate measurement of longitudinsl acceleratlion required by the accel-
erometer method can be mede by means of specially constructed mechanical
accelerometers.

Y
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The use of a pitot-static head and angle-of-attack vane system
mounted forward of the fuselage produces accurate messurements at super-
sonic speeds. Adequate techniques are available to determine the errors
at subsonic speeds.

Satisfactory methods for determining in flight the thrust of
turbojet-afterburner and rocket engines have been developed. Present
developments in the techniques indicate that the methods can be asdapted
satisfactorily to edvanced engines having verisble-geometry inlet and
exit ducts.

In order to assess the reliability of comparisons of wind-tunnel
and flight measurements of airplane drag, it is importent to know the
actual model configuration and the flow conditions under which the wind-
tunnel investigation was conducted.

High-Speed Flight Station, .
National Advisory Committee for Aeronautics,
Edwards, Calif., July 19, 1956.
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APPENDIX A

DERIVATION OF DRAG EQUATIONS

In an evalustion of the drag of an elrplene, reference is made to
the forces and angles shown in the following sketeh:

Horizon

The equations used for drag reduction by the accelerometer and
energy methods are derived 1n the followlng sections.

Accelerometer Method

Teking & summatlon of the forces elong the eirplane axis and equating
them to zero ylelds )

-

Fp - Dx = W sin(a + y) ~ WAx = 0 . (A1)
Becasuse the longitudinal accelerameter is also affected by gravity,

Ay = A = sin(a + 7) (A2)

S EA R o
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Combining equations (Al) and (A2) gives
F, - Dy - W sin(a + 7) -WE\.L_-sin(a,+7):l =0
F, - Dgx - WAp, = 0
Dg = Fn = WA, (a3)

Reducing equation (A3) to coefficient form ylelds ~

Fy - WA
Cx=];—}s(=———qs L (k)

Teking a summation of the forces perpendicular to the airplane axis
end equating them to zero glves

W cos(a + 7) - Iy + WAy, = O (A5)
Because the normal accelerocmeter is also affected by gravity,
Ay; = n - cos(a + 7)- (16)

Combining equetions (A5) and (A6),

Weos{a + 7) - Iy + Wn = Weos(a + 7) =0

Ly = oW (a7)
Reducing equation (A7) to coefficient form glves
v oaw
%" TS o)

The force coefficients of equations (ALk) and (A8) can be converted from
the airplene axis to the flight-path axis as follows:

Cp = Cxg cos o + Cy sin o (A9)

Cr,=Cycos @ -Cg sin o (A10)
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Energy Method

The total alrplane energy mey be expressed as
2
Wo

EA'—'Wh""-?g—

(AL1)

If alrplane weight 1s assumed to be constent over the incremental time

period,

aEp dn . 1 dVo>
& Mgtz Vo

Only the thrust and drag forces contribute to the energy change

dEp

T - (Fn cos a - IﬁVb

Combining equations (Al2) and (Al3) gives

av,
(Fp cosor,-D)Vo=W<g£+éVO E€Q>
and
R
dt , dt
D=F - W= + 25
nCOSCL Vo z
or, in coefficient form,
@ o
c _Fpcosa ylagt at
D= — - —g\v—+ —
QS aS\Vy &

Because altltudes are determined from pressﬁre measurements, 1t is
desirsble to convert dh/dt as follows:

an _%®oan _ %o 1

at  at dp, &t Py

Then,
dpo dVO
F, cos a JL. at . T

Cn = -
D
as a5\Py¥, g

(A12)

(A13)

(A1)

(A15)
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APPENDIX B
DERIVATION OF THRUST EQUATTONS

Turbojet Engine (Including Afterburner)
Jet thrust.~ The compresslible-flow relationship for a fluld floﬁing
from point 1 to point 2 can be derived from the following three relation-
ships:

Energy (Bernoulli's equetion):

V2 Po
f Vd.V+f %P-=o (BL)
Vi P
Adigbatic compression:
%% =c (B2)
Continulty:
W = PAV (B3)

Rearranging equation (B2), substituting into equation (Bl), and inte-
grating glves

-L
£ =c'(p) 7
vV av +-JF e'(p) “a =0
vy Py
LI G ( 7 Ll) (24)
—_—+ec , D - D =0 :
2 7 - 1\2 :
Let
v, =0
Then .
=P
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For the adiabatic condition, Pl = P2; hence p; = P2 and

V.2 L Ll.)
2 o' X \p 7 -p 7
2 ¢ P2 Fa

The equation 1s now appliceable to a single point (2), and hence, is
gpplicable to all points:

- v 2 \p? o7
vV = |J2c i1 P (B5)

where

If a perfect gas is assumed,

p = (B6)

Then

'—l
~
s

ou)

=]

e

H

i
2]
H
Ny
=
TN
|Hd
N——
s
]
i_l
~~
o
-3
N

Since momentum = WV = pAV® P

WV = pA RT 22 (%)7 -1 (B8)
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By use of equation (B6) to eliminate p,

- y=-l
wV = Ap 72%—T (%)Zy— -1 (B9)

If p 1s not equal to ambient pressure, then a pressure term must be
added to obtaln the Jet thrust

Fy =wV + A(p - PO)

z-L
- ap 2 (2)7_ -
Fy = Ap 1|\ 1| + A(p po) (B10)
2
P y + 1 7-1
When the tallpipe pressure ratio is subcritical 5— < — p
0

the flow is subsonic and p 1s assumed equal to Pos the jet thrust
is thus exasctly equal to the momentum force. Equation (B10) then beccmes

z=1
2y P\ 7
F. = A — - 1 B1llL
9 P°7-1(1’0> (B11)
71
7-
For sonilc taillpipe velocities 51-2.(2;%%}? , i1t is sometimes
0
assumed that
P

and equation (B1O) reduces to

Fy =A[:(7 + 1)p - po:]

or
Z_
y=-1
FJ=A<7+1> (r + 1)P - pq (B12)
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For nonafterburner operation, ¥ 1s generally sssumed to be 1.33 and
equation (B1l2) becomes

Fy = A(1.259P - po) (B13)

For afterburner operation y i1s generally assumed to be 1.25, and
equation (Bl2) becomes

Fy = A(1l.249P - po) (B14+)

The values of Jet thrust as gilven by equations (Bll) to (Blk) are theo~
retical and, in order to account for deviation from perfect gas condi-
tions and other assumptlons, as well a8 to compensate for same of the

inedequacies of the instrumentation, the Jet thrust is multiplied by a
nozzle coefficient Cf which is determined by experiment as a function

of pressure ratio P/po.
Ram drsg.- The equations used to determine ram drag ere:

Vow
Fp = Momentum of inlet air = -O-&

Vo = Mag = M{ygRT,

r, = "2 pET; (B15)

Three methods are cammonly employed for determining the alr flow
through the engine:

(1) Tailpipe-temperature method. In this method equations (B3),
(B6), and (B7) are combined

[ 2=l
w;pART_aL(B)y -1
7 -~ L\p B
V=
= Phpm 2y (B} 7
RT Ty-l_(p) l_j
z=1
_Ap |2y (P>7
W = —=— - -~ 1 B16
mly -t T (B16)
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The gas flow at the teilpipe includes both air and fuel, so that, for
tallpipe measurements,

z=L
Ap | 27 (P>7
Wy = —|——|{ = -1 -w (BL7)
(2) Engine-compressor method. Mosgt turbojet engines have compressors
that can be assumed to be a constant-volume pump and the manufacturer's

wo Y0

plots of i!— plotted ageinst %% are generally applicable to all
engines of a type. The quantity © i1s the total temperature of the air
entering the compressor divided by sea~level standsrd temperature (518.4°R),
end the quantity © 1s the totasl pressure of the alr entering the com-
pressor divided by sea-level standard pressure (2116 1b/sq £t).

(3) Inlet-duct method. If the inlet duct has & straight section of
reasonasble length, the air flow can be determined from static- and total-
pressure surveys across the duct:

Wg, = PahaVa
= PahgMyeq
pdAde‘I 7&RTy (B18)

Combining equations (B6) and (B18) gives

P
Vg = ﬁ%i Aghty 7eRTy

= PdAde“%%; (B19)

If equations (B15) and (B19) are combined,

Fr = B{7eRT, pahaa %%E : (B20)

The total temperature of the air cen be assumed constant up to the
compressor face

Ty

y - 1 2)
To(l+——2 M

Td(l + 221 Md2> (B21)
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For air, 7y will have a value of 1.4, and equation (B21) becones

2
T 1+ 0.2M
o -~ 774 (B22)
Ta 1+ o0.24° :
Combining equetions (B20) and (B22) gives.
r AT 1+ O.sz2 (B23)
A Y

Rocket-Engine Thrust

The thrust of a rocket engine can be derived from the fundemental
flow equations in the same memner as equation (B10), and this equation
is directly sppliceble to rocket engines. However, it 1s impractical
to make measurements at the nozzle exit beceuse of the high temperatures
involved. The equation 1s therefore modified to the following, theoret-
ical relaetionshlps belng used:

Fy = AgpcCr + Ag(Pe = Do) (B2k)
wWhere
y+l[ y=1
7T A
e 2 [ Pe
Co = 1l = == B2
S P 1(7 ¥ 1) <pc> (825)

and p, can be obtalned from the relationship

L1 7-1
e (R - () =

The complete derivation of equations (B24), (B25), and (B26) is
given in reference 23.
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Energy method
At = 1 sec

Energy method
At = 2 sec

Energy method
At = 4 sec

Cp

Flgure 1.~ Comparison of drag coefficients determined by energy and
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Accelsrometer method
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Cp

accelerometer methods for a typical push-down, pull-up maneuver.
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Figure 2.- Schematic disgrem of NACA megnetically damped accelerometer.
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Figure 35.- Typical fuselsge nose-boom installation showing piltot-static
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sideslip vanes.

head and angle-of-attack and angle-~of-



1
1.5 20
14 1.8
\ Omax = 4
1.3 . 1.6 o
a \ 5 ry = 0.5
ay \ ay .
1.2 [ 4 \
R N 1.2 \\
\\—_—_ | S
1% 2 4 6 8 o % o 4 6 ) 1.0
ry X', ft
"b

Figure 4.- Theoretical effects on angle-of-attack measurements of upwash
£Tor the nogse boom and fuselage st low speeds.
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Figure 6.- Air-cooled, fixed pitot probe for the measurement of Jet
thrust of turbojet engine-afterburner comblnation.
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E=2375
Figure T.- Swinging pitot probe for the measurement of total-pressure
profiles across the exit of a turbojet engine-afterburner combination.
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Figure 9.- Effect of ratio of boom length to fuselage dismeter on Mach
number error.
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Figure 11.- Varigtion of Cp with CL2 showing devistion of data from
theoretical parabolic relationship for 60° sweptback wing.
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